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ACCELERATOR K/E

All recommendations relating to application and use of Fratelli Zucchini S.p.A. products have been given based on Fratelli Zucchini S.p.A. knowledge and experience, for products appropriately stored, handled and applied in 
suitable conditions, as indicated in their respective Technical Datasheets. The variability of materials, substrates and conditions of use is such that no warranty of their functionality for a specific application can be deducted 
from this information, written or verbal recommendation or any other type of suggestion offered. Each user has the responsibility to complete adequate evaluations on the efficacy of the materials offered by Fratelli Zucchini S.p.A., of 
its products, services, recommendations and suggestions for the specific application need, and must accomplish sufficient testing to ascertain that the final product will be safe and sound for the final intent of the end-user. 
Fratelli Zucchini S.p.A., therefore, cannot be fit considered liable for any damage, direct or indirect even for possible wrong, incorrect and unfit use of the products.
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PRODUCT DESCRIPTION

Aromatic poliisocyanate in organic solvents, to be used as a curing agent for polyurethane-based and polychloroprene-based adhesives in solution.

TECHNICAL DATA

NCO content: 6 ± 0,5%
Colour: light, pale yellow
Solvents: ethyl acetate

METHOD OF USE

If added in proportion of 4 - 5% by weight to the adhesives, the vulcanizing agent improves heat resistance of the glueing and adhesion to many materials such 
metals and rubber.
The blend adhesive + crosslinker must be used within 5 - 6 hours from the preparation, depending on environment temperature. Always refer to the specific 
instuctions reported in the TDS of each adhesive.

SAFETY AND HEALTH
See Safety Data Sheet

STORAGE STABILITY

12 months in the original sealed packing stored in a dry place at a temperature range +5°C /+25° C.


